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IMPORTANT INFORMATION

The Atari SM144 monitor uses and produces radio-frequency energy. If not installed
and used according to the instructions in this manual, the equipment may cause
interference with your radio and/or television reception.

It you believe that this equipment is causing interlerence, try switching it on and off. If
the interference problem stops when the equipment is switched off, then the
equipment is probably causing the problem. With the equipment switched on, you
may be able to correct the problem by irying one or more of the following measures:

« Adjust the position of the radio or television antenna.
« Reposilion the equipment in relation to the radio or television set.

« Plug the equipment into a diflerent wall outlet so that the equipment and the radio
or television sel are connected to different branch circuits.

If necessary, consult your Atari computer retailer or an experienced radio-television
technician for additional suggestions.

A resource that you may find helpiul is a booklet prepared by the Federal
Communications Commission (FCC): Interference Handbook. Order this booklet
from the U.S. Government Printing Office, Washington, D.C. 20402, Stock No. 004-
000-00450-7.

WARNING: This equipment has been certified to comply with the limits of

a Class B computing device, pursuant to Subpart J of Part 15 of the FCC
rules. These rules are designed to provide reasonable protection against
such interference when the equipment is used in a residential setting. How-
ever, there is no guarantee that interference will not occurin a particular
home or residence. Only the computing devices that have been certified to
comply with the Class B limits may be attached to this equipment. Operation
of noncertified devices with this equipment is likely to result in interference
with radio and television reception. Shielded cables must be used on all [{o]
connectors; otherwise, radio emission may exceed Class B limits. Changes
or modifications not expressly approved by Atari Corporation could void the
user's authority to operate the equipment.

Every effort has been made to ensure the accuracy of the product documentation in
this manual. However, because Atari Corporation is constantly improving and
updating its computer hardware and software, it is unable to guarantee the accuracy
of printed material after the date of publication and disclaims liability for changes,
errors, or omissions.

Reproduction of all or any portions of this manual is not allowed without the specific
written consent of Atari Corporation.

Atari, the Atari logo, ST, STE, Mega STE, and Atari SM144 are trademarks or
registered trademarks of Atari Corporation.
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INTRODUCTION

Your new SM144 is a 14" monochrome monitor designed to display the
video signal from your Atari ST or STE computer. To obtain optimum
results, spend a few minutes reading this manual carefully before you
operate the monitor.

POWER SOURCE

The monitor is manufactured and set to operate at 98 to 132 VAC, 60
Hz. Plug the AC power cord into a standard electrical outlet.

0 Note: For information on UK Power Connection, see Appendix B,
Power Connection in the UK.

@ Warning: To prevent fire or shock hazard, do not expose this
appliance to rain or moisture.

INSTALLATION

Before using the monitor, first install the no-skid rubber feet to the bottom
of the monitor base. Then connect the monitor base to the bottom of the
monitor.

Positioning the Monitor

The base of the monitor fits against Mega STE computers to provide a
secure and convenient position for the monitor. If you are using the
monitor with a Mega STE computer and you are not going to position the
monitor on top of the Mega STE, or if you are using the monitor with
another computer, make sure to install the no-skid rubber feet to the
bottom of the monitor base.



Connecting the Monitor Base

After you install the no-skid rubber feet to the bottom of the monitor base,
align the tabs on the monitor base against the slots in the bottom of the
monitor. Press firmly on the base until all the tabs click into place.

OPERATION

To connect the monitor to your Atari ST or STE computer, use the
following procedure:

1. Before connecting the monitor to the computer, turn off all power to
the equipment.

2. Connect the monitor cable (with a 13-pin DIN connector) to
the video port on your computer as described in your computer owner's
manual.














































































































































































